MERCHANT BARS

ROUNDS

TECHNICAL ROUN Ds

SPECIFICATIONS . .
Hot-Rolled bars of circular cross-section

Hot-Rolled bars of
circular cross-section
(Rounds)

- S2354JR according
to ELOT-EN 10025
(St 37-2 according
to DIN 17100)

- S2754JR according
to ELOT-EN 10025
(St 44-2 according
to DIN 17100)

Straight bars with diameter
from 10 to 120mm

Bar length Bm with
tolerance -0 / +100mm

Bundles weighing

approximately 2,500kg Round bars are manufactured at SIDENOR's factory in Thessaloniki, at a length of 6 metres

and with diameters from @10mm to @22mm and at STOMANA'S factory in Bulgaria, with

diameters from @25mm to @120mm. Rounds are intended for traditional railing makers,

According to EN 10058 screw makers, mechanical equipment manufacturers, etc.

(DIN 1017)

SALES www.sidenor.gr
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33, Amaroussiou-Halandriou str. 12th klm National Road

GR-15125, Maroussi, Athens, Greece Thessaloniki-Veria GR-57008,

Tel.: (+30) 210-68787854, lonia, Thessaloniki, Greece
(+30) 210-6787700 Tel.: (+30) 2310-790133
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